
 
 

Geekvape L200 
 
 
 

Geekvape L200 (Aegis Legend 2) Classic Kit 200W is the most durable box 
mod ever, featuring a timeless design inherited from OG Legend. Supported by 
dual 21700 batteries, this robust beast provides up to 200W output. Start your 

adventurous journey with L200 Classic right away! 
 

Geekvape L200 Classic 200W Kit, featuring a 5-200W output range, Z MAX 
Tank pairing, and utilizes dual 21700 batteries. Constructed from durable 
zinc-alloy, the chassis of the Geekvape L200 Classic combines all the well-

loved features of the previous L200 and Aegis Legend into a new chassis that 
can accommodate a pair of 21700 batteries, elevating the longevity of vaping 

sessions. In addiiton, the Geekvape L200 Classic Kit can utilize 18650 batteries 
with the use of the included battery adapter sleeves. Adopting a temperature 
control suite and extensive compatibility with nickel, titanium, and stainless 

steel wire options. 
Product review 

Geekvape L200 VS Geekvape L200 Classic Kit Preview>> 
Parameters 

H: 147.35mm L:64.46mm W: 33mm 
Output Power: 5W-200W 

Maximum Output Current: 45A 
Maximum Output Voltage: 12V 

Charging Port: Type-C port 
Resistance Of Atomizer: 0.1 ohm -3 ohm . 

Battery Specification: External dual 21700/18650 battery (Not included) 
Display Screen: 1.08 inch, TFT color screen 

Operating Temperature: 0°C~45°C 
Storage T emperature: -20°C~60°C 

Relative Humidity: 45%RH~75%RH 
Cooling Mode: Natural Cooling 

Chassis Material: Zinc-Alloy 
Out Mode: Power ModeBypass Mode、Boosting Mode、TC Mode - Ni, Ti, and 

SS Compatible 
Intuitive Firing Button 

Two Adjustment Buttons 
Side A-Lock Button 

Bottom Hinged Battery Door 
Optional 18650 Battery Adapters 
Anti-Reverse Battery Protection 

https://store.geekvape.com/products/geekvape-z-max-tank
https://store.geekvape.com/products/geekvape-z-max-tank
https://store.geekvape.com/blogs/vape-review/geekvape-l200-vs-geekvape-l200-classic-kit-preview


No Atomizer Protection 
Short Circuit Protection 

High Resistance Protection 
10s Overtime Protection 

Threaded 510 Connection 
IP68 Rating 
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